USB 3.1 Steckverbinder, Typ C, stehend

8320

USB 3.1 Connectors, Type C, vertical

Technische Daten / Technical Data

Gehause Stahl vernickelt
Shell Nickel plated steel
Isolierkorper Thermoplast, nach UL94 V-0
Insulator Thermoplastic, rated UL94 V-0
Kontaktmaterial Kupferlegierung
Contact Material Copper alloy
Kontaktoberflache Au uber Ni
Contact Surface Au uber Ni
Oberflache Létanschluss Sn Uber Ni
Plating Solder Side Sn over Ni
Durchgangswiderstand <40 mQ
Contact Resistance <40 mQ
Isolationswiderstand > 100 MQ
Insulation Resistance > 100 MQ
Spannungsfestigkeit 100 V RMS
Test Voltage 100 V RMS
Nennstrom 5AVBUS, 1,25 A VCONN
Current Rating 5AVBUS, 1,25 A VCONN
Temperaturbereich -40°C ... +85°C
Temperature Range -40°C ... +85°C
70183
S [_4'80 4-0.40
? T__ 2-00.40 o [10%8:38-
o
i E - E ~—1.62+398
H S o R o 4.37+0.05
HH O o ~7-0.10 o
o 88 114 2 "
” NE o
o wererefoeely
H
Q =
=2
\ am |
0.50
SECTION A-A (=008
8.84
re) [—5.50—
8 s 0.50 0.20
it A12
—% 3
~+
el B1 B12
3.40£0.05
['s] 9 g 9
o S o o
%) - I - M <+
oot aooanon
] =z
" b 5 '
H - < 2-(0.310.05X0.750.05
o o
d
5 2 1.75] 0.50(CONTACT PITCH
—4.80— ° - y !
12-0.28+0.04—-H— —~1—2-0.25+0.025
6.6918 348 —
SECTION BB

wppro.com/serie/XXX

wppro.com/en/series/ XXX

Design- und technische Anderungen auch ohne vorherige Ankiindigung vorbehalten.
Design and/or technical specifications may change without prior notice.
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USB 3.1 Steckverbinder, Typ C, stehend

USB 3.1 Connectors, Type C, vertical
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RECOMMENDED PCB LAYOUT (COMPONENT SIDE)
TOLERANCE FOR PCB LAYOUT IS £ 0.05

Series Type

Version
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WITH CAP ( FOR TAPE & REEL PACKING )
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MATING CONDITION
Plating Package
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8320

1 Type C stehend
Type C vertical

80

80 Sel. Au 0,75um/ Sn

Design- und technische Anderungen auch ohne vorherige Ankiindigung vorbehalten.
Design and/or technical specifications may change without prior notice.
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CAP

PPTR Tape & Reel mit Pick&Place-Pad
Tape & Reel with Pick&Place-Pad
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